






Shuttle Valve 

Shuttle Valve with 
Magnetic Switch 

Magnetic Switch 

Magnetic switch mounted on 200 series shuttle valve can indicate the valve operating state and feedback open/close status signal. 

Magnet 

Technical Specification 

• Size: DN10-DN50
• Indication: Red LED
• Power: 10-30V DC/AC
• Max.current: 100mA 
• Cable: 2PVC cables 
• Working temperature: -1 0'C - + 70'C
• Protection: IP67
• Leakage class: DIN EN 12266 Class A 

Note: Since the magnets must be assembled inside the valve, 
the limit switches must be requested when ordering the valve. 
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204 Series 
Flanged Shuttle Valve

Technical Specification 

• Operating pressure: Above seat 0-16bar (0-232psi)
Below seat 0-12bar (0-174psi) 

• Control pressure: 3-5bar (43.5-72.Spsi) 
• Control fluid: Filtered compressed air or neutral gas
• Body material: CFS
• Seal material: EPDM/(FKM can be customized)
• Applicable medium: EPDM-Suitable for steam and hot water,

unsuitable for oils, greases, fuels, etc. 
FKM-Suitable for most fluid, except for steam. 

Main Dimension 

Size D L <llE <llF H 

DN65 85 192 145 4-4> 18 20 

DN80 92 212 160 8-4> 18 22 

DN100 102 227 180 8-4> 18 22 

Order Instruction 

204 X XXX XX 

Series No. -T T 
Control type 3: Double acting � 

without spring 

Size 065, 080, 100-----------' 
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• Fluid temperature: -20'C - + 130'C (EPDM)
• Ambient temperature: -20'C- +80'C
• Control type: Double acting 
• Connection type: Flange

DIN2543/DIN2576/EN1092-1/HG20592 
• Leakage class: DIN EN 12266 Class A 

<llM <llN <llP a 
Flow value Weight 

Kv(m'/h) (kg) 

66 120 180 45' 139.3 10.0 

75 135 195 22.5' 202.6 13.32 

94 155 215 22.5' 288 16.30 
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Special customization 

�----- S r . I [4: EPDMea ing matena *: Customized sealing 

�----- Connection type F2: Flange JB/T82.1 
(DIN2543/DIN2576/EN 1092-1 /HG20592) 
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