
Standard EURO ISO 6150 B
(US-MIL 1/4”)

ARO 210
(Orion)

TEMA 1300 Qic 10 Asian
(Nitto-Kohki 200)

Flowdiameter (mm) 7.8 5.5 5.5 6.4 8 7.8

JWL Serie 510
520
530
540
550
560
570 

511
521
531
571

512
522
532
572

514
524
534

515 539

AMFLO C20B C38

ARO 102 210

ATLAS COPCO 08E, 10E, 10SE 08AR 10AC, 10, 10S

CEJN 320, 321, 322 310 300 303 331 314, 315

EATON 24CC, 
Auto-Flo 24

1000, 3000, P30, 
Auto-Flo 23, Safeline, 

MS
2CC, Auto-Flo 23, 210

FOSTER 3303, 3-series 210

GROMELLE (EATON) 600, 10600 GD16600

HANSEN (EATON) Auto-Flo 24

22, 3000, 1000, 
P-30, Auto-Flo 23, 

AUTO FLO 22, 30SVS, 
Safeline, MS 1/4”,
High-Flow 1/4”, 

Quick-Air

AUTO FLO 23, AUTO 
FLO 20, 210-Series

CHS 03 F

INGERSOLL RAND 7S7 A2, MS, 102 210, AN6, AS6

LEGRIS 94XXE07
25 / 26 Series, X25

94XXU06
23 / 24 Series

94XXA06
14 / 22 Series

NITTO-KOHKI 200

NORDGREN 234, 238 237

OETIKER Series C Series B1 Series A1

ORION 44510, 44515

PARKER RF25
20 (1/4”), 30 (1/4”), 
HF(1/4”), UC, B23

50 , HA, UC, B53

PCL XF ISO B12 Euro KF

PREVOST ESC07, ERC07, E07, 
ESI 07, ESI 07HE

ISI 06, ISC 06, 
IRC 06, IRM 06

ASI 06, ARC 06, 
ARM 06

OSG 08, ORG 08

RECTUS-TEMA 25, 26, 1600, 1625 23, 24, 1400, 1423 14, 22 31, 1300 33 13

Profiloversigt
Se hvilken JWL koblingsprofil der passer til dit behov


